IN THE NAME OF ALLAH

(1) GRANULAR  TRIPLE  SUPER  PHOSPHATE 

TOTAL  P2O5                  : MIN      46     PCT    

P2O5  SOLUBLE  IN       :         39- 42.5 PCT  

WATER 

FREE  ACID                     : MAX      4      PCT



MOISTURE                      : MAX       3.5  PCT


CADMIUM                       : MAX      25    PPM

Pb                                      :MAX       50     PPM


GRANULAR   SIZE

BETWEEN  2-4            : MIN     90     PCT



(2) GRANULAR  MONO  AMMONIUM  PHOSPHATE

AMMONIUM NITROGEN 
 : MIN   11      PCT

P2O5 SOLUBLE IN  NEUTRAL

SITRAT AMMONIUM

:  MIN  52  PCT

P2O5  SOLUBLE  IN WATER  
:     42- 44  PCT 

MOISTURE                

: MAX    1 PCT

CADMIUM                 

: MAX    25 PPM

Pb                                

:  MAX    50 PPM

GRANULAR  SIZE
      BETWEEN 1-4 MM

: MIN   90   PCT

BELOW  1 MM 


: MAX  5  PCT 
(3) GRANULAR  POTASSIUM  SULPHATE

K20                                            :  MIN  50     PCT

MOISTURE                              :          1 -1.5  PCT 
NA(NACL)                               :        2 – 2.5   PCT



CL 


        :   MAX 2.5    PCT

GRANULAR  SIZE           

BETWEEN  1-5 MM                :  MIN    90   PCT

SULFUR


         : MIN 17/5    PCT

(4) STANDARD  POTASSIUM  CHLORIDE ( KCL) 

K20  (SOLUBLE IN WATER )         
: MIN 60 PCT

MOISTURE                               
: MAX 0.5 PCT

NACL                                         
: MAX   3.5 PCT 

MGCL2



: MAX 1 PCT

GRANULAR  SIZE       

BETWEEN  1 -  3.35 MM            : MIN 90 PCT

BELOW 1 MM 


: MAX 5 PCT 

(5) GRANULAR  DI  AMMONIUM  PHOSPHATE

NITROGEN                                  : MIN   18      PCT

AMMONIUM NITROGEN 
: MIN   15.5    PCT

UREA NITROGEN

: MAX  2.5     PCT
TOTAL  P2O5              

: MIN    46     PCT

P2O5  SOLUBLE  IN WATER    :  MIN  41     PCT

MOISTURE  
                
:    1- 1.5        PCT

CADMIUM                   

: MAX    15 PPM

Pb                                   

:  MAX    50 PPM

GRANULAR  SIZE

BETWEEN 1-4              

: MIN   95   PCT

· IN  EQUAL  COMPETATIVE  CONDITIONS , THE  FERTILIZERS  WITH  LOWER  EXTENT  OF  CADMIUM  WILL  BE  PREFERABLE.
· IN CASE THE POLUTING MATERIALS WILL BE OVER THE PERMISSIBLE LIMIT , THEN  THE OFFER WILL NOT BE ACCEPTED .
